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485  F510  BUS wired keypad
Backlit graphic LCD display
4 signalling LEDs
Backlit silicone keypad
Speaker for voice messaging
Anti-theft tamper with the possibility of exclusion
2 configurable input zones (4 zones in triple balancing)
Connects to BUS 485 of the control panels of UNICA and DB9000 series
Address selection on BUS 485 via display
Ready to be fastened on box 503
Dimensions: 118x144x29 mm

Bus 485 wired keypad with an embedded F540
dual band expander  F511 
Backlit graphic LCD display
4 signalling LEDs
Backlit silicone keypad
Speaker for voice messaging
Anti-theft tamper with the possibility of exclusion
2 configurable input zones (4 zones in triple balancing)
Connects to BUS 485 of the control panels of UNICA and
DB9000 series
Address selection on BUS 485 via display
Ready to be fastened on box 503
The RF dual band expander  F540  enables the management
of: wireless zones, wireless sirens, RF keypads and wireless
controllers of the Dual Band series
Dimensions: 118x144x29 mm

Accessories

RF dual band expander  F540 
Managing a total of 48 wireless zones
Managing a total of 16 wireless keyfob
Managing a total of 8 wireless sirens
Management of 8 RF keypads
Connects to BUS 485 of the control panels of
UNICA and DB9000 series
Address selection on BUS 485 via dip-switches
Dimensions: 136x92x40 mm

I/O  F528  expander
8 configurable input zones (16 zones in triple balancing)
2 relay outputs with COM/NC/NO contacts
2 open collector outputs
Connects to BUS 485 of the control panels of UNICA and
DB9000 series
Address selection on BUS 485 via dip-switches
Dimensions: 115x65x25 mm

I/O  F520  expander
4 configurable input zones (8 zones in triple balancing)
1 relay output with COM/NC/NO contacts
1 open collector output
Connects to BUS 485 of the control panels of UNICA and
DB9000 series
Address selection on BUS 485 via dip-switches
Dimensions: 115x65x25 mm
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 F560  Supplementary bus power supply

Supplementary bus power supply for UNICA and DB9000 series
Reporting and visualisation on the display of the power supply network 
keypad, battery status
Fuse control
Anti-theft tamper

Technical data
Switching power:
Input 230V ~ 50Hz Output 13.8V DC 3.6A
Rechargeable batteries: 12V 7.2 Ah-12V 18 Ah
Power supply (excluding wired peripherals): 40 mA
Power available for peripherals: 13.8 V DC 3.15 A
Operating temperature: + 5 °C to + 40 °C
Box dimensions L x W x H: 330 x 355 x 92 mm
Weight (without battery): 3.9 kg

LAN web server  F500WEB 
Simple and direct connection to the central board via PCI
connector (for UNICA PRO and DB9000)
Connection to the LAN
Remote system management, simple and intuitive through
any device with web browser (handheld, smartphone, tablet)
File size: 120x60 mm

Transponder reader  F550 
4 signalling LEDs
Connects to BUS 485 of the control panels of UNICA and DB9000 series
Address selection on BUS 485 via dip-switches
Available in the frontalines of the most common series
File size: 42x37 mm
The frontalines are available for all civil series in various colours

TRASPONDER FRONTALINES
BTicino Magic
BTicino Living International
BTicino Light
Vimar Idea
Vimar Idea White
Gewiss Playbus Black
AVE 45 White
AVE 45 Black
Gewiss System White
BTicino Living
BTicino Luna
Vimar Plana
Vimar 8000
AVE Ral
AVE Banquise
BTicino Light Tech
Gewiss System Black

BTicino Matix
BTicino Magic TT
Legrand Cross
Legrand Sail
Legrand Black Sail
Legrand Mosaic
Vimar Eikon
Vimar Eikon Next
BTicino Axolute Alluminio
BTicino Axolute Antracite
Gewiss Chorus White
Gewiss Chorus Black
Gewiss Chorus Titan
Vimar Plana Silver
Vimar Eikon White
AXOLUTE “HD” white
ABB Elos

ABB Chiara
AVE Domus 100
AVE Life 44
compat. ABB MYLOS
compat. VIMAR ARKE WHITE
compat. VIMAR ARKÈ BLACK
BTicino Magic series

Transponder keys  F590 
Coded transponder key for reader F550
Dimensions: 30x40 mm

Accessories

Wired self-powered bus siren  EGO BUS 
Anti-blast armoured enclosure,
double antifoam optic modules  EGO-AS  ((optional),
electronic anti-theft protection and anti-perforation,
horizontal or vertical mounting options,
check for perfect positioning thanks to the supplied level indicators.
Protection of immersion resin circuits.
Self-powered, programmable sound and timing,
optical/acoustic on/off signalling, alarm counting.
Checking the power supply level, low battery, loudspeaker,
tamper lines, audio ends, with display on the keypad display.

Technical data
Supply voltage: 12V DC (10.5-14V)
Rechargeable batteries: 12V 2.3 Ah-12V 2.9 Ah
Consumption in stand-by: 16 mA
Sound consumption: 1.5 A
Flashing consumption: 70 mA
Basic sound frequency: 1600 Hz
Sound pressure at 3 metres: 105 dB
Degree of protection: IP44
Working temperature: + -25 °C to + +55 °C
Box dimensions L x W x H: 530 x 120 x 85 mm
Weight (without battery): 2.2 kg

available colours
    White      Brown      Silver



The world wants security.
Security wants beauty.

Ego is a different way of thinking of an anti-theft siren.
It is not just a protective tool but a real architectural, decorative

and design element that contributes to the beauty of the building.

You have chosen a complete beauty for your home.
You have thought of it a thousand times, you have studied and

imagined every detail, even the most hidden ones.
That is why on an object as prominent as the anti-theft alarm

now you no longer have to give up design.

Ego.
The technological care that’s inside

reflects on the beauty of the outside lines.

The italian style.

by Select
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Combined wireless/wired control panel

Combined wireless/wired control panel, Dual Band FSK, GSM phone dialler

Backlit 64 x 128 graphic display for the entire plant 
management

Double Band wireless operation of 433-868 MHz FSK 
frequency

Management of 48 independent wireless zones and 12 
wired zones (with triple balancing)

Multi-area system programming (total of 8 independent 
areas)

Embedded digital speech menu with an audio output for 
LCD keypads and touch screens

Environment listening

2 partitioning levels for each area

64 customisable access codes

Up to 16 wireless keyfobs

Up to 32 Transponder electronic keys

BUS 485

Data and voice messaging storage on EEPROM and 
SDCARD

 F500WEB  WEB SERVER board (optional)

Onboard keypad for switching the system on and off
and its complete management

Configuration of functions via Keyboard,
USB serial port, WEB SERVER

48 hour programs

2 programmable open collector outputs

2 Programmable relays (COM, NC, NA contacts)

Wireless and wired siren management

Management of 8 RF keypads

Anti-aggression function

Coercion function

Supervision of all peripherals

Door/window open sign

Frequency bandwidth protection

Non-volatile memory 50 alarms/anomalies for
each area and 2000 events with date and time

Built-in 800 mA power supplier with
buffer battery control

Remote management of the control panel status
via telephone speech menu

Management of 32 programmable phone numbers with 
event and call type association (voice or SMS)

Customisation of voice messages and all SMS
Sensor SMS signalling with an alarm

Local and remote credit management via SMS
SIM card expiration local and remote management
via SMS

Query management of memory events and 
abnormalities via SMS

Digital Dialler IP contact ID

Remote management with any GSM rechargeable SIM

Dimensions: 295x195x70 mmavailable colours
    White· ·  ·  · DB9000
    Silver· ·  ·  · DB9000gr
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Combined wireless/wired control panel

DB7000N - combined wireless/wired control panel, Dual Band FSK, GSM phone dialler

Backlit 64 x 128 graphic display for the entire plant
management

Double Band wireless operation of 433-868 MHz FSK
frequency

Management of 64 independent wireless zones and

8 wired zones (with triple balancing)

Embedded speech menu

Environment listening

2 partitioning levels for each area

8 customisable access codes

Up to 16 wireless keyfobs and 8 wireless keypads

Up to 8 electronic keys/keypads

On-board keypad for system input and shutdown
(8 codes)

Programming functions via keypad or USB serial port

Daily auto-setting with programmable time setting

2 programmable open collector outputs

Alarm relays (COM, NC, NA contacts)

System relay inserted (COM, NA contacts)

Remotely controlled relay (COM, NA contacts)

Wireless and wired siren management

Built-in piezoelectric siren

Anti-aggression function

Coercion function

Supervision of all peripherals

Door/window open sign

Frequency bandwidth protection

100 non-volatile memory anomalies and 200 events
with date and time

Integrated power supply with router peripheral outputs

Remote management of the control panel status via
telephone speech menu

Management of 16 programmable phone numbers with
event and call type association (voice or SMS)

Customisation of voice messages and all SMS

Sensor SMS signalling with an alarm

Local and remote credit management via SMS

SIM card expiration local and remote management
via SMS

Query management of memory events and warnings
via SMS

Remote management with any GSM rechargeable SIM

Dimensions: 295x195x70 mm

DB5000N - Combined wireless/wired control panel, Dual Band FSK

Same features as the DB7000N without the GSM phone dialler and its functions

available colours
    White· ·  ·  · DB7000N
    Silver· ·  ·  · DB7000Ngr

available colours
    White· ·  ·  · DB5000N
    Silver· ·  ·  · DB5000Ngr
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Touch screen wireless keyfobs
The irresistible

The first two-way remote controller with a 1.77” TOUCH SCREEN colour display, compatible 
with control panels of Select DUAL BAND and UNICA series, with a lithium-polymer battery 
and rechargeable via micro USB (battery life of over 1 month). Intuitive graphics through a 
simple and direct icon language. Immediate response to the main functions of the alarm 
system. Very small size of 30 grams.

Wireless activator

Two-way 868 MHz FSK 1.77” TFT keyfob

TOUCH SCREEN 1.77” colour display 1.77”
Rolling code
Answer displayed on screen
Status request
Visual door open and fault messages
Matches to the control panels of Select DUAL BAND and  UNICA  series
Rechargeable lithium-polymer battery via a micro USB socket

Version  DB755-CL  with the same characteristics but compatible with  UNICA CLOUD 

Technical data
Power supply: 3.7 V 180 mAh art. SBT14 lithium-polymer rechargeable battery (included)
Display: 1.77” TFT colour touch screen - 128x160 pixels
Radio frequency used in reception: 868.30 MHz FSK
Radio frequency used in transmission: 868.89 MHz FSK
Consumption with keyfob on: 28 mA
Consumption in transmission: 48 mA
Turn-on time: 4 seconds
Dimensions: 37x65x11.5 mm
Weight: 30 g
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Version  DB722-CL  with the same characteristics but compatible with  UNICA CLOUD  control panels

DB722 | DB720 Wireless activator

TWO-WAY keyfob,
868 MHz FSK
Two-way keyfob 4-button rolling code, dual-band control panel power ON/OFF
with 3-colour LED system status visualisation,
2 programmable buttons for partial/panic/activation of open collector
outputs; system status required  DB722 

Keyfob for rescue function activation only with a sound response of
the  DB720  control panel

Technical data
Power supply: 3 V mod. 2 lithium batteries CR2032 210 mAh art. SBT07 (included)
Radio frequency: 868 MHz FSK
Consumption in stand-by: 2 μA
Consumption in transmission: 28 mA
Dimensions: 67x41x13 mm

DB719 Wireless activator

TWO-WAY wireless keypad,
868 MHz FSK
Two-way wireless keypad rolling code, total input management, 2 partial
and disarming; LCD graphic display and 4 system status signalling LEDs,
fault messages, open zones of dual band control panels;
silicone keypad backlit; sound signals; simple and intuitive menu management

Technical data
Supplementary power supply 12 V DC (not included)
N. 2 3.6 V - 2.4 Ah art. SBT01 lithium batteries (supplied)
Radio frequency: 868 MHz FSK
Keypad power off: 1 uA
Consumption in transmission: 70 mA
Anti-theft tampering
Dimensions: 118x144x38 mm

S416 Wired activator

Two-channel wireless OPENING detector,
Dual Band FSK
Terminal block for wired contact or wired sensor for rolling
shutters (S316), built-in pulses counter

Technical data
Power: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Double band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 10 μA
Consumption in transmission: 60 mA
Anti-opening tamper
Dimensions: 105x33x20 mm

DB710 Wireless Sensor

available colours
    White· ·  ·  ·  · DB710
    Brown· ·  ·  ·  · DB710m
    Black· ·  ·  ·  · DB710n

available colours
    White· ·  ·  ·  · DB711
    Brown· ·  ·  ·  · DB711m
    Black· ·  ·  ·  · DB711n

available colours
    White· ·  ·  ·  ·  ·  DB708
    Brown· ·  ·  ·  ·  ·  DB708m

available colours

 S416P  
Electronic

key reader  S416C 
Electronic 
key

Wireless opening detector with
a VIBRATION sensor, Dual Band FSK
Embedded vibration detector, two sensitivity adjustment levels

Technical data
Power supply: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Double band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 10 μA
Consumption in transmission: 60 mA
Anti-opening tamper
Dimensions: 105x33x20 mm

DB711 Wireless Sensor

Single-channel wireless open detector,
monoband 868 MHz FSK, extended temperature range
Opening micro detector for non-metallic joinery

Technical data
Power: 3.6 V - 1.2 Ah art. SBT08 lithium battery (included)
Radio frequency: 868 MHz
Consumption in stand-by: 5 μA | Transmission consumption: 25 mA
Anti-opening tamper
Dimensions: 81x34x19 mm

DB708 Wireless Sensor
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Dual Band FSK Signal Repeater
Signal repeater: repeats up to 10 dual band devices (except the DB700,
EGO DB e EGO MONO sirens)

Technical data
Power supply via 12 V AC-DC art. SAL01 power adapter (included)
3.6 V - 3.4 Ah art. SBT13 lithium-ion battery (included)
Double band radio frequency: 433-868 MHz FSK | Consumption in standby: 38 mA
Consumption in transmission: 70 mA | Dimensions: 136x92x40 mm

Wireless smoke detector with a built-in sound alarm,
Dual Band FSK
Technical data
Power supply: 9 V alkaline battery (included)
Double band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 25 μA
Alarm consumption: 85 mA | Dimensions: 120x54 mm

Trasmettitore Dual Band FSK
Trasmettitore radio dual band universale (utilizzabile anche con sensori
a basso consumo tipo VX402R dove viene gestita anche la relativa alimentazione)

Technical data
Alimentazione: batteria litio 7,2 V - 2,4 Ah art. SBT02 (in dotazione)
Doppia banda di frequenza radio: 433-868 MHz FSK  |  Assorbimento a riposo: 25 μA
Assorbimento in trasmissione: 70 mA  |  Dimensioni: 105x33x20 mm

Wireless dual band quad-frequency siren
Anti-blast armoured enclosure, double antifoam optic modules  EGO-AS  (optional),
electronic anti-theft and anti-drilling protection, horizontal or vertical mounting options,
check for perfect positioning thanks to the level indicators provided, self-powered,
high brightness LED flashing, RF range test function, visual and sound ON/OFF signalling
(excludable)

Technical data
Power supply with a lithium battery included (Art. SBT03): 7.2V 14.5 Ah
Consumption in standby: 280 uA
Consumption in transmission: 80 mA
Alarm consumption: 1 A | 3 mt sound pressure: 100 dB (A)
Frequency siren sound: 1700 Hz
Radio frequencies used in reception: 433.48 - 868.30 MHz
Radio frequencies used in transmission: 434.28 - 868.89 MHz
Modulation: FSK | Operating temperature: -25 °C + 55 °C
Dimensions: 530x120x85 mm | Weight (including a SBT03 battery): 2.2 kg

DB712 Wireless sensor

EGODB Wireless siren

DB705 Wireless sensor

Wireless Passive Infrared Volumetric
Detector, Dual Band FSK
Temperature compensated detection; detection sensitivity control; available versions:
 DB712  (angular))   DB712C  (long range))
 DB712H  (horizontal barrier)   DB712V  (vertical barrier)

Technical data
Power: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Fastening height: 1.8 - 2.4 mt | dual band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 18 μA | Transmission consumption: 60 mA
Inhibition time between 2 detections: 5 sec/4 min
Anti-opening tamper | Dimensions: 110x70x40 mm

DB103 Wireless module

DB100 Wireless module

DB718 Wireless module

Factory state wireless signaller
Factory state wireless signal module compatible with control panels of DB, S4001F,
UNICA series and the universal modu  DB104 . Indicates on/off status / technical info / open 
zones via LEDs and audio signals. The device is supplied with a universal plastic case with a 
shape that enables it to accommodate various adapter models such as:
BTicino (Magie, Living lnternational, Living, Light, Light Tech, Luna, Matix, Magie TT, Axolute 
Alluminio, Axolute Antracite, Axolute HD Bianca); Vimar (Idea, Idea Bianca, Plana, Plana Silver, 
8000, Eikon, Eikon Next, Eikon Bianca, Arkè Bianca, Arkè Nera); Gewiss (Playbus Nera, System 
Bianca, System Nera, Chorus Bianca, Chorus Nera, Chorus Titanio; ABB (Elos, Chiara, Mylos 
Bianca, Mylos Nera) AVE (45 Bianca, 45 Nera, Ral, Banquise, Domus 100, Life 44, Alluminia); 
Legrand (Vela Bianca, Vela Nera, Cross, Mosaic).
The module is supplied with one of the aforementioned adapters, so you need to specify the
adapter model when placing an order.

Technical data
Supply voltage: 12V AC/DC
Typical consumption: 35 mA
Radio frequency used in reception: 868.30 MHz
Radio frequency used in transmission: 868.89 MHz
Modulation: FSK
Working temperature: +5°C-+40°C
Dimensions: 54 x 50 x 24 mm | Weight: 200 g

Versione  EGO DB-CL  con stesse caratteristiche ma abbinabile alle centrali  UNICA CLOUD Version  DB718-CL  features the same characteristics but it can be combined with  UNICA CLOUD  control panels

available colours
    White      Brown      Silver
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Universal dual band wireless interface module
Universal dual band wireless expansion module for any conventional alarm system 
that can be used on any wired control panel. Programming and testing with simple
and intuitive menus with backlit LCD display and a silicone keypad of 16 keys.
Enables storing and managing 24 sensors of the dual band range,
16  DB722    DB755  wireless controls, 1  DB700    EGO DB    EGO MONO  wireless
siren. Damage/Supervision/Battery Low/zone warning signals are reported from
the module to the wired control panel via 12 opto relay outputs.
Availability of other opto mosfet outputs and a relay output.
It is possible to program the outputs and the relay for operation by means of
the  DB722    DB755  keyfob. Anti-theft tampering.

Technical data
Supply voltage: 12V DC (11-14V DC)
Consumption in stand-by: 110 mA | Max consumption: 200 mA
N° 8 Opto relay outputs that can be programmed as an alarm/command function
N° 1 opto output relay tamper signal
N° 1 opto output relay battery low signal
N° 1 opto output relay monitoring signal
N° 1 opto relay output relay RF sensor
N ° 1 programmable relay output with COM / NC / NA contacts
Voltage reference (GND / 12V) for programmable outputs: by jumper
Impulse output activation time: programmable
Activation input: yes
Alarm input: yes
Modulation: FSK
Frequencies used in reception: 434.28 - 868.89 MHz
Frequencies used in transmission: 433.48 - 868.30 MHz
24 manageable wireless zones
16 wireless keyfobs
1 manageable wireless siren
Backlight time: 60 sec
Working temperature: + 5 ° C to + 40 ° C
Dimensions: 116x144x29 mm
Weight: 200 g

Universal wireless module
Universal wireless module that can be connected to any  EGO MONO  siren alarm control panel and
 DB718  plant status indicator. Programmable alarm input.
Programmable status input to give or miss, optomosfet NC relay outputs for tamper signal,
low battery, supervision. Programming via LEDs and dip-switches.

Technical data
Supply voltage: 12V DC (10-14V DC)
Typical consumption: 40 mA
Radio frequency used in reception: 868.89 MHz
Radio frequency used in transmission: 868.30 MHz
Modulation: FSK
Working temperature: + 5 ° C to + 40 ° C
Dimensions: 100x65x25 mm
Weight: 85 g
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Outdoor Passive Infrared Wireless Barrier,
Dual Band FSK
Passive infrared barrier for outdoor use, 
2 mt., two logic detection areas for greater alarm security;
resistance to intense light disturbance through
dual conductive shielding;
detection sensitivity adjustment

Technical data
Power supply: 7.2 V - 2.4 Ah art. SBT02 lithium battery
(included)
Fastening height: 0.8 - 1.2 mt
Double band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 35 μA
Consumption in transmission: 70 mA
Inhibition between 2 surveys: 5 sec/2 min
Anti-opening tamper
Dimensions: 195x80x116 mm

Double Technology Outdoor Detector,
Dual Band FSK
Pyroelectric sensor sensitivity adjustment, sensor sensitivity adjustment MW; 3 signal
LEDs, 2 mounting brackets (wall and corner) included; volumetric action 10 mt

Technical data
Power: 3.6 V - 3.4 Ah art. SBT13 lithium battery (included)
Double band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 16 μA
Consumption in transmission: 60 mA
Time between 2 measurements, configurable: 3 min/6 min
Anti-opening tamper | Dimensions: 130x60x40 mm

Dual Screen Detector Technology, Dual Band FSK
The DB715 is a low consumption dual-screen detector technology
with a 140°x15° opening angle,
ideal for protecting entry points csuch as doors, windows,
and windowed corridors.
Adjustment of the MW range from 0.5 to 4 mt.

Technical data
Power: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Double band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 20 uA
Consumption in transmission: 60 mA
Installation height: up to 4 mt
Capacity: Adjustable
Detection sensitivity: selectable
Microwave: 10.525 GHz
Circuit: antifreeze
Optic: sealed
Coverage: 140° x 15° per 4 mt
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bracket support
 KST713 

DB740-RAM
Same features as the DB740, plus anti-masking.

Dual Infrared Passive Infrared Barrier,
Dual Band FSK
Outdoor double passive infrared wireless barrier,
24 mt (12 mt per side);
each side has 2 AND logic coverage areas
for increased detection security;
resistance to intense light disturbance through
dual conductive shielding;
detection sensitivity adjustment

Technical data
Power supply: 7.2 V - 2.4 Ah art. SBT02 lithium battery (included)
Fastening height: 0.8 - 1.2 mt
Double band radio frequency: 433-868 MHz FSK
Consumption in stand-by: 35 µA
Consumption in transmission: 70 mA
Inhibition between 2 surveys: 5 sec/2 min
Anti-opening tamper
Dimensions: 233x55x131 mm

SIDE VIEW

VIEW FROM ABOVE

E.g. window coverage of 2 x 1 m
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Combined wireless/wired control panel

available colours
    White· ·  ·  ·  ·  S4001F
    Silver· ·  ·  ·  ·  S4001Fgr

S4001F - Hybrid 433.92 MHz ASK/868 FSK, with a GSM module

Backlit 64 x 128 graphic display for
the entire plant management

Frequency radio functionality
433.92 MHz ASK / 868 MHz FSK

Management of 64 independent wireless zones and
8 wired zones (with triple balancing)

Combination of S series monoband peripherals and DB
series with 868 FSK functionality 

2 levels of partiality

8 customisable access codes

Up to 16 wireless keyfobs

On-board keypad for system arming and disarming
(8 codes)

Programming functions via keypad or USB serial port

2 programmable open collector outputs

Alarm relay (COM, NC, NA contacts)

System armed relay (COM, NA contacts)

Remotely controlled relay (COM, NA contacts)

Remote management via control panel telephone with
voicemail and/or SMS messaging

Management of 16 programmable phone numbers with
event and call type association (voice or SMS)

Customisation of voice messages and all SMS

Zone alarm name indicated on the SMS

Local and remote credit management via SMS

SIM card expiration local and remote management
via SMS

Query management of memory events and warnings
via SMS

Remote management with any GSM rechargeable SIM

Wireless and wired siren management

Built-in piezoelectric siren

Anti-aggression function

Coercion function

Supervision of all peripherals

Door/window open sign

Frequency bandwidth protection

100 non-volatile memory warnings and 200 events with
date and time

Integrated power supplier with terminal plugs for
wired peripherals

Dimensions: 295x195x75 mm

S2001F - Hybrid Control Panel 433.92 MHz ASK / 868 FSK

Same features as the S4001F without the GSM module and its functions

available colours
    White· ·  ·  ·  ·  S2001F
    Silver· ·  ·  ·  ·  S2001Fgr

 GSM module 
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S3001F - Hybrid Control Panel 433.92 MHz ASK/868 FSK, with a PSTN module

Backlit 64 x 128 graphic display for the entire plant
management

Frequency radio functionality 433.92 MHz ASK /
868 MHz FSK

Management of 64 independent wireless zones and
2 wired zones (with triple balancing)

Combination of S series monoband peripherals and DB
series with 868 FSK functionality

2 partitioning levels for each area

8 customisable access codes

Up to 16 wireless keyfobs

On-board keypad for system arming and disarming
(8 codes)

Programming functions via keypad or USB serial port

2 programmable open collector outputs

Alarm relay (COM, NC, NA contacts)

System armed relay (COM, NA contacts)

Wireless and wired siren management

Built-in piezoelectric siren

Anti-aggression function

Coercion function

Supervision of all peripherals

Door/window open sign

Frequency bandwidth protection

100 non-volatile memory warnings and 200 events with
date and time

Integrated power supply with router peripheral outputs

Remotely controlled relay (COM, NA contacts)

Remote management via the control panel telephone
with messages and a voice menu

Management of 16 programmable phone numbers with
event association

Customisation of voice messages

Alarm signalling (if enabled) by a voice message from
the sensor that caused an alarm

Dimensions: 295x195x75 mm

S1001F - Hybrid Control Panel 433.92 MHz ASK / 868 FSK

Same features of the S3001F without the PSTN module and related functions

Combined wireless/wired control panel

available colours
    White· ·  ·  ·  ·  S1001F
    Silver· ·  ·  ·  ·  S1001Fgr

available colours
    White· ·  ·  ·  ·  S3001F
    Silver· ·  ·  ·  ·  S3001Fgr

 PSTN module 
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Wireless interface for expansion plans,
monoband 433.92 MHz ASK
Enables expanding any type of traditional system;
managing 24 wireless peripherals, digitally identifiable through a display divided into 4 free contact relay outputs, 
programming up to 6 remote controllers in zone 4, in this case the module can act as an ON/OFF key for the wired 
control panel, single relay output for each line, tamper relay output,
relay output for siren control, warnings memory

Technical data
Power supply: 9 - 14 V DC
Radio frequency: 433.92 MHz
Consumption: 6 mA
Dimensions: 140x90x36 mm

ON/OFF status alarm indicator,
433.92 MHz ASK, monoband
Technical data
Additional power supplier of 12 V AC - DC (not included)
Power: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Radio frequency: 433.92 MHz
Consumption in stand-by: 105 μA
Dimensions: 105x33x20 mm

 S318 Wireless Module

S355 Wireless Activator

1.77” touch-screen wireless keyfob TFT
433.92 MHz ASK
1.77” touch screen colour display; Rolling code; Last command displayed; Can be
combined with all 433.92 MHz single-band control panels and modules

Technical data
Power supply: 3.7 V 180 mAh art. SBT14 lithium-polymer rechargeable battery (included)
Display: 1.77” TFT colour touch screen - 128x160 pixels
Radio frequency: 433.92 MHz
Consumption with keyfob on: 28 mA
Consumption in transmission: 35 mA
Turn-on time: 4 seconds
Dimensions: 37x65x11.5 mm

 S400 Wireless Module

S322 Wireless Activator

Single-band wireless keyfob 433.92 MHz ASK
3-button rolling code wireless control, ON/OFF switching, panic
or partial control of monoband control panels

Technical data
Power supply: 12 V art. SBT05 alkaline battery (included)
Radio frequency: 433.92 MHz
Consumption in transmission: 10 mA
Dimensions: 56x35x11 mm

S320 Wireless Activator

433.92 MHz ASA monoband emergency wireless
keyfob
1-button rolling code keyfob for monoband power-assisted
control panels

Technical data
Power supply: 12 V art. SBT05 alkaline battery (included)
Radio frequency: 433.92 MHz
Consumption in transmission: 10 mA
Dimensions: 56x35x11 mm

433.92 MHz ASK monoband signal repeater
The monoband signal repeater repeats up to 10 devices; possibility to
connect an additional power supplier (SAL01) of 12 V AC to DC, in this
case the lithium battery will supply if there is no network

Technical data
Power: 3.6 V - 14.5 Ah art. SBT10 lithium battery (included)
Additional power supply of 12 V AC - DC (not included)
Radio frequency: 433.92 MHz | Consumption in standby: 1 mA
Consumption in transmission: 16 mA | Dimensions: 140x90x36 mm

S100 Wireless Module
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S102 Wireless Module

S305 Wireless Sensor

433.92 MHz ASK monoband wireless multifunction receiver
Wireless receiver capable of storing and managing up to 8 sensors/Select
remote controllers to activate/deactivate the relay on board, the relay output can
be programmed impulsively/permanently;
Examples of use with a remote controller: gate control output (impulsive),
remote ON/OFF control of a device (permanent).

Technical data
Power supply: 9-14 V DC | Radio frequency: 433.92 MHz
Consumption in stand-by: 6 mA | Consumption with relays activated: 40 mA
Relay contact range: 230 V AC 7 A | Dimensions: 105x33x20 mm

433.92 MHz ASK monoband transmitter
Universal monoband wireless transmitter (can also be used with low power
consumption type VX402R where its power is also managed)

Technical data
Power supply: 7.2 V - 2.4 Ah art. SBT02 lithium battery (included)
Radio frequency: 433.92 MHz
Consumption in stand-by: 5 μA
Transmission consumption: 13 mA
Dimensions: 105x33x20 mm

Wireless smoke detector with a built-in sound
alarm, monoband 433.92 MHz ASK
Technical data
Power supply: 9 V DC alkaline battery (included)
Radio frequency: 433.92 MHz
Consumption in stand-by: 8 μA
Consumption in transmission: 6 mA
Dimensions: 120x54 mm

S310P Wireless Sensor

S310 Wireless Sensor

S308 Wireless Sensor

Two channel wireless detector, 433.92 MHz ASK
monoband, 10mW antenna
Terminal block for wired contact or wired sensor for rolling shutters
(S316), built-in pulses counter

Technical data
Power: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Radio frequency: 433.92 MHz
Consumption in stand-by: 5 μA | Transmission consumption: 22 mA
Anti-opening tamper
Dimensions: 105x33x20 mm

Two Channel Wireless Open Detector, 433.92 MHz ASP
Terminal block for wired contact or wired sensor for rolling shutters (S316),
built-in pulses counter

Technical data
Power: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Radio frequency: 433.92 MHz
Consumption in stand-by: 5 μA
Transmission consumption: 13 mA
Anti-opening tamper
Dimensions: 105x33x20 mm

Single-channel wireless open detector, 433.92 MHz ASK
monoband, extended temperature range
Opening micro detector for non-metallic joinery

Technical data
Power: 3.6 V - 1.2 Ah art. SBT08 lithium battery (included)
Radio frequency: 433.92 MHz
Consumption in stand-by: 5 μA
Transmission consumption: 10 mA
Anti-opening tamper
Dimensions: 81x34x19 mm

S103 Wireless Module

available colours
    White· ·  ·  ·  ·  S310P
    Brown· ·  ·  ·  ·  S310mP
    Black· ·  ·  ·  ·  S310nP

available colours
    White· ·  ·  ·  ·  ·  S310
    Brown· ·  ·  ·  ·  ·  S310m
    Black· ·  ·  ·  ·  ·  S310n

available colours
    White· ·  ·  ·  ·  ·  S308
    Brown· ·  ·  ·  ·  ·  S308m
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Outdoor Double Technology Detector,
monoband 433.92 MHz ASK
Pyroelectric Sensor Sensitivity Adjustment,
MW Sensor Sensitivity Adjustment;
3 LEDs signalling,
2 mounting brackets (wall and corner) included;
volumetric action 10 mt

Technical data
Power: 3.6 V - 3.4 Ah art. SBT13 lithium battery (included)
Radio frequency: 433.92 MHz
Consumption in stand-by: 16 μA
Consumption in transmission: 45 mA
Time between 2 measurements, configurable: 3 min/6 min
Anti-opening tamper
Dimensions: 130x60x40 mm

Passive infra-red wireless outdoor barrier, 433.92 MHz
monoband ASK
Passive outdoor infrared barrier,
12 mt, 2 logic detection areas for greater alarm security;
resistance to intense light disturbance
through dual conductive shielding;
detection sensitivity adjustment

Technical data
Power supply: 7.2 V - 2.4 Ah art. SBT02 lithium battery (included)
Fastening height: 0.8 to 1.2 mt radio frequency: 433.92 MHz
Consumption in stand-by: 15 μA
Transmission consumption: 15 mA
Inhibition time between 2 detections: 5 sec/2 min
Anti-opening tamper
Dimensions: 195x80x116 mm

S312 Wireless Sensor

Passive Infrared Volumetric Detector,
monoband 433.92 MHz ASK
Temperature compensated detection;
detection sensitivity control;
available versions:
 S312  (angular))
 S312C  ((long range)
 S312H  (horizontal barrier)
 S312V  (vertical barrier)

Technical data
Power: 3.6 V - 2.4 Ah art. SBT01 lithium battery (included)
Fastening height: 1.8 - 2.4 mt
Radio frequency: 433.92 MHz
Consumption in stand-by: 18 μA
Consumption in transmission: 10 mA
Inhibition time between 2 detections: 4 sec/4 min
Anti-opening tamper
Dimensions: 110x70x40 mm

EGOMONO Wireless siren

Wireless Monoband Siren
Anti-blast armoured enclosure , double antifoam optic modules
 EGO-AS  (optional), electronic anti-theft and anti-drilling
protection, horizontal or vertical mounting options, check for perfect
positioning thanks to the level indicators provided, self-powered,
high brightness LED flashing, RF range test function,
visual and sound ON/OFF signalling (excludable);
combined exclusively with hybrid control panels of the F series

Technical data
Power supply with an alkaline battery included (Art. SBT11): 7.5V 14 Ah
Consumption in standby: 280 uA
Consumption in transmission: 80 mA
Alarm consumption: 1 A
3 mt sound pressure: 100 dB (A)
Frequency siren sound: 1700 Hz
Radio frequency used in reception: 868.30 MHz
Radio frequency used in transmission: 868.89 MHz
Modulation: FSK
Working temperature: -25 °C + 55 °C
Dimensions: 530x120x85 mm
Weight (including the SBT11 battery): 2.2 kg

Versione  EGO MO-CL  con stesse caratteristiche ma abbinabile alle centrali  UNICA CLOUD 

available colours
    White      Brown      Silver
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Domotic Modules

Accessories and Parts

Accessories and Parts

 R01 
869.2 MHz wireless receiver 
module; n ° 1 output for
gate/garage control;
12 - 24 V AC/DC power supply

 R02 
869.2 MHz wireless
receiver module;
2 outputs for control lights;
230 V AC power supply

 F4IN 
869.2 MHz wireless transmitter 
module; No. 4 rows of inputs; 
12 - 14 V DC power supply

 RT02 
869.2 MHz receiver wireless 
module for roller shutter;
230 V AC power supply

 TDOM8 
Keyfob with 8 buttons; 
869.2 MHz makes it 
compatible with home 
automation receivers

 F551 
GREEN led /RED led 
signalling wired module, 
available in most commonly 
used 12V plugs

 F552 
Wired module
for step and/or
emergency signals; 
high powered 12V led

 EGO-AS 
Electronic anti-foam 
module

 EGO-GG 

 EGO-GF 

 EGO-GA 
EGO siren faceplate
(colours: Yellow, Smoky, Orange)

 KDS710 
Magnetic spacer kit 10 pcs:
n. 5 pcs. thickness 10 mm
n. 5 pcs. thickness 5 mm
Available colours::
White, Brown, Black

 SAL01 
Power supplier
12 V DC 0.7 A

 KST713 
Wall bracket
holder for
DB713, S343

 SBT01 
Lithium battery
3.6 V - 2.4 Ah
for DB710, DB711,
DB712, DB715, DB719,
S310, S310P, S312, S318

 SBT08 
3.6 V - 1.2 Ah
lithium 
battery
for S308,
DB708

 SBT10 
3.6 V - 14 Ah
lithium battery
for S100

 SBT13 
3.6 V - 3.4 Ah
lithium battery
for DB100,
DB713, S343

 SBT02 
Lithium battery 7.2 V - 2.4 Ah
for DB103, DB740, DB750,
S103, S341, S342, S312
(version up to June 2007)

 SBT14 
3.7V - 180 mAh
lithium-polymer
battery for DB755,
DB755-CL, S355

 SBT03 
7.2 V - 14 Ah
lithium battery 
for DB700,
EGO DB,
EGO DB-CL

 SBT04 
6 V - 3.3 Ah battery
for S302 and S3000, S2000 
power up to V3 version

 SBT05 
12 V alkaline
battery for
S320, S322

 SBT07 
3 V - 210 mAh
type CR 2032
lithium battery
for DB720, DB722, 
DB722-CL, S309

 SBT11 
7.5 V - 14 Ah
alkaline battery
for S300AL,
EGO MO, EGO MO-CL

 SBT06 
12 V - 2.3 Ah battery for
control panels and wired
sirens

 SBT09 
12 V - 7.2 Ah battery for
S4, S8, UNICA series
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